
DATA SHEET     FILTER MEDIA

SEW252 Antistatic

mm
0,32

%
0,07

mm

MD 450N/5cm Length
CD 350 N/5cm cross 

FILTER MEDIA DATA

100% Polyester Bi-Co Alu coated with NANO fiber-

1413,1 m3/m2/hr

Dry

Wet

Trocken 

Feuchte

120 Celsius

90 Celsius

MAX

Air Permeability | 200Pa
Luftdurchlässigkeit | 200Pa

SEW 252 is a 100% aluminium coated spun 
bond Bi-Co filters media that is manufactures 
from continuous fibre who does not permit the 
particles to become 
embedded. SEW252 has a NANO fiber coating 
on surface
SEW 252 is very rugged and have a high burst
strength that make it resistant to abrasion, water,
heat and chemicals.  
100 % Spun bond BI-CO media with a uniqe 
shaped bonding that makes pulse cleaning easier 
.

Chemical Resistance | Chemische Eigenschaften

Oil/water resistance

Acid resistance

Hydrolysis resistance

Alkaline resistance

Öl und Wasserabweisend

Säurebeständigkeit

Hydrolysebeständigkeit

Alkalienbeständigkeit

Excellent
Sehr Gut

Fair
Mässig

Good
Gut

X

X

X

X

X

X

XX

X

X

X

M
Classification
DIN EN 60335

2-69 :2010
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Certificate No. 
TV1022F
22093021

gram
140White/Grey

Weiss/Grau Decitex

1,9

Particles
penetration
Stokes

XX
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